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The Civil Engineering Database (CEDB) is 
designed to provide free, easy bibliographic 
access to all ASCE publications. The database 
covers ASCE documents published since 1970. It 
provides access to all the journals, conference 
proceedings, books, — standards, — manuals, 
magazines, and newspapers. The index terms 
below were assigned to papers published in this 
journal during 2009 from a CEDB subject 
heading list. The CEDB and subject heading list 
can be accessed on the Web at 
http://cedb.asce.ore/. 


Accident prevention 

Psychosocial Factors and Musculoskeletal Disor- 
ders in the Construction Industry — Tarek 
Sobeih, Ossama Salem, Ash Genaidy, Tariq Ab- 
delhamid, and Richard Shell; 135 (4), 267-77 
(2009). 

Safety as an Emergent Property: Investigation into 
the Work Practices of High-Reliability Framing 
Crews — Panagiotis Mitropoulos and Gerardo 
Cupido; 135 (5), 407-15 (2009). 

Cognitive Approach to Construction Safety: Task 
Demand-Capability Model — Panagiotis 
Mitropoulos, Gerardo Cupido, and Manoj 
Namboodiri; 135 (9), 881-9 (2009). 

Accidents 

Identification and Analysis of Factors Affecting 
Safety on Construction Sites with Tower Cranes 
— Aviad Shapira and Beny Lyachin; 135 (1), 
24-33 (2009). 

Steel Erection Fatalities in the Construction 
Industry — J. E. Beavers, J. R. Moore, and W. 
R. Schriver; 135 (3), 227-34 (2009). 

Human Factors Analysis Classification System Re- 
lating to Human Error Awareness Taxonomy in 
Construction Safety — J. W. Garrett and Jochen 
Teizer; 135 (8), 754-63 (2009). 

Case-Based Reasoning for Construction Hazard 
Identification: Case Representation and 
Retrieval — Y. M. Goh and D. K. H. Chua: 135 
(11), 1181-9 (2009). 

Africa 

Chinese Contractors in Africa: Home Government 
Support, Coordination Mechanisms, and Market 
Entry Strategies — Chuan Chen and Ryan J. Orr: 
135 (11), 1201-10 (2009). 

Agriculture 

Strengths, Weaknesses, Opportunities, and Threats 
for Architectural, Engineering, and Construction 
Firms: Case Study of Vietnam — Florence Yean 
Yng Ling, Vu Min Chau Pham, and To Phuong 
Hoang; 135 (10), 1105-13 (2009). 

Air Force 

Analysis of the Design-Build Delivery Method in 
Air Force Construction Projects — James W. 
Rosner, Alfred E. Thal Jr.. and Christopher J. 
West; 135 (8), 710-7 (2009). 


Air pollution 

Requirements and Incentives for Reducing Con- 
struction Vehicle Emissions and Comparison of 
Nonroad Diesel Engine Emissions Data Sources 
— Phil Lewis, William Rasdorf, H. Christopher 
Frey, Shih-Hao Pang, and Kangwook Kim; 135 
(5), 341-51 (2009). 

Airports and airfields 

Simulation Approach to Evaluating Cost Efficiency 
of Selective Demolition Practices: Case of Hong 
Kong’s Kai Tak Airport Demolition — Ming Lu, 
Sze-Chun Lau, and Chi-Sun Poon; 135 (6), 
448-57 (2009). 


Algorithms 

Investigating the Effectiveness of Certain Priority 
Rules on Resource Scheduling of Housing Es- 
tate Projects — Recep Kanit, Murat Gunduz, and 
Omer Ozkan; 135 (7), 609-13 (2009). 

Time-Profit Trade-Off Analysis for Construction 
Projects — Ahmed Senouci and Khaled 
El-Rayes: 135 (8), 718-25 (2009). 

Spatial and Temporal Exposure to Safety Hazards 
in Construction — R. Sacks, O. Rozenfeld, and 
Y. Rosenfeld; 135 (8), 726-36 (2009). 

Conjoining MMAS to GA to Solve Construction 
Site Layout Planning Problem — Ka-Chi Lam, 
Xin Ning, and Mike Chun-Kit Lam; 135 (10), 
1049-57 (2009). 

Analytical techniques 

Isolated Collapsed But-For Delay Analysis 
Methodology — Jyh-Bin Yang and Pi-Chung 
Yin: 135 (7), 570-8 (2009). 

Asphalt pavements 

Effect of Specifications Type on the Quality of Pav- 
ing Contracts in New Brunswick — Sharad 
Dhakal, Donath Mrawira, and Jeff Rankin; 135 
(9), 801-11 (2009). 

Assessment 

Comparative Analysis of Infrastructure Assessment 
Methodologies at the Small Unit Level — Marc 
J. Distefano and William J. O’Brien; 135 (2), 
96-107 (2009). 

Identifying and Assessing Influence Factors on Im- 
proving Waste Management Performance for 
Building Construction Projects — Hee Sung 
Cha, Jeehye Kim, and Ju-Yeoun Han; 135 (7), 
647-56 (2009). 

Whole Life Performance Assessment: Critical Suc- 
cess Factors — Sung Ho Park; 135 (11), 1146-61 
(2009). 

Assets 

Strategic Assets Driving Organizational Capabili- 
ties of Thai Construction Firms — Piyanut 
Wethyavivorn, Chotchai Charoenngam, and 
Wasan Teerajetgul; 135 (11), 1222-31 (2009). 

Australia 

Comparative Study on the Perception of Construc- 
tion Safety Risks in China and Australia 


Patrick X. W. Zou and Guomin Zhang; 135 (7), 
620-7 (2009). 

Relationship between Construction Firm Strategies 
and Innovation Outcomes — Karen Manley, 
Steve McFallan, and Stephen Kajewski; 135 (8), 
764-71 (2009). 

Automation 

Automated Collection of Mixer Truck Operations 
Data in Highly Dense Urban Areas — Ming Lu, 
Xuesong Shen, and Wu Chen; 135 (1), 17-23 
(2009). 

Relationship between Automation and Integration 
of Construction Information Systems and Labor 
Productivity Dong Zhai, Paul M. Goodrum, 
Carl T. Haas, and Carlos H. Caldas; 135 (8), 
746-53 (2009). 

Stringless Portland Cement Concrete Paving — 
James K. Cable, Edward J. Jaselskis, Russell C. 
Walters, Lifeng Li, and Chris R. Bauer; 135 (11), 
1253-60 (2009). 

Base isolation 

“Lean” Comparison Using Process Charts of Com- 
plex Seismic Retrofit Projects — Stan J. Tvhol- 
ski, A. Petek Gursel, Iris D. Tommelein, and 
Geoff Bomba; 135 (4), 330-9 (2009). 

Bayesian analysis 

Probabilistic Forecasting of Project Duration Using 
Bayesian Inference and the Beta Distribution — 
Byung-cheol Kim and Kenneth F. Reinschmidt; 
135 (3), 178-86 (2009). 

Bayesian Belief Network Model for Decision Mak- 
ing in Highway Maintenance: Case Studies — 
Mehmet Emre Bayraktar and Makarand Hastak; 
135 (12), 1357-69 (2009). 

Benefit cost ratios 

Option Pricing Model to Analyze Cost-Benefit 
Trade-Offs of ADR Investments in AEC Projects 
— Carol C. Menassa, Feniosky Pefia Mora, and 
Neil Pearson: 135 (3), 156-68 (2009). 

Cost-Benefit Analysis of Embedded Sensor System 
for Construction Materials Tracking — Won- 
Suk Jang and Mirostaw J. Skibniewski; 135 (5), 
378-86 (2009). 


Best Management Practice 

Job Redesign as an Intervention Strategy of Burn- 
out: Organizational Perspective — B. Yip and S. 
Rowlinson; 135 (8), 737-45 (2009). 

Bids 

Factors Influencing Building Contractors’ Pricing 
for Time-Related Risks in Tenders — Edwin H. 
W. Chan and Maria C. Y. Au; 135 (3), 135-45 
(2009). 

Optimal Strategy Modeling for Price-Time Bipa- 
rameter Construction Bidding —- Ming-Lu Wu 
and Hing-Po Lo; 135 (4), 298-306 (2009). 

Evaluating Qualification-Based Selection System: 
A Simulation Approach — Wei Lo and Min-Ren 
Yan; 135 (6), 458-65 (2009). 
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Contemporary Design-Bid-Build Model — Mat- 
thew Hallowell and T. Michael Toole; 135 (6), 
540-9 (2009). 

Empirical Comparison of Design/Build and 
Design/Bid/Build Project Delivery Methods — 
Darren R. Hale, Pramen P. Shrestha, G. Edward 
Gibson Jr., and Giovanni C. Migliaccio; 135 (7), 
579-87 (2009). 

Monte Carlo Simulation Approach to Support Alli- 
ance Team Selection — Mounir El Asmar, Awad 
S. Hanna, and Chul-Ki Chang; 135 (10), 
1087-95 (2009). 

Whole Life Performance Assessment: Critical Suc- 
cess Factors — Sung Ho Park; 135 (11), 1146-61 
(2009). 

Bridge construction 

Interactive 3D CAD for Effective Derrick Crane 
Operation in a  Cable-Stayed Bridge 
Construction — Taekwun Park, Moon Kyum 
Kim, Changyoon Kim, and Hyoungkwan Kim; 
135 (11), 1261-70 (2009). 

bridge decks 

Framework for Multiobjective Optimization of 
Launching Girder Bridges — Mohamed Mar- 
zouk, Hisham Said, and Moheeb El-Said; 135 
(8), 791-800 (2009). 

Bridges 

Interactive 3D CAD for Effective Derrick Crane 
Operation in a  Cable-Stayed Bridge 
Construction — Taekwun Park, Moon Kyum 
Kim, Changyoon Kim, and Hyoungkwan Kim; 
135 (11), 1261-70 (2009). 

Bridges, cable-stayed 

Interactive 3D CAD for Effective Derrick Crane 
Operation in a  Cable-Stayed Bridge 
Construction — Taekwun Park, Moon Kyum 
Kim, Changyoon Kim, and Hyoungkwan Kim; 
135 (11), 1261-70 (2009). 

Bridges, girder 

Framework for Multiobjective Optimization of 
Launching Girder Bridges — Mohamed Mar- 
zouk, Hisham Said, and Moheeb El-Said; 135 
(8), 791-800 (2009). 

Build/Operate/Transfer 

Win-Win Concession Period Determination 
Methodology — Xueqing Zhang; 135 (6), 550-8 
(2009). 

Perception of Financial Institutions toward Financ- 
ing PFI Projects in Hong Kong — Yat-Hung 
Chiang and Eddie W. L. Cheng; 135 (9), 833-40 
(2009). 

Building design 

Contemporary Design-Bid-Build Model — Mat- 
thew Hallowell and T. Michael Toole; 135 (6), 
540-9 (2009). 

Buildings, high-rise 

Probabilistic Duration Estimation Model for High- 
Rise Structural Work — Hyun-soo Lee, Jae-won 
Shin, Moonseo Park, and Han-Guk Ryu; 135 
(12), 1289-98 (2009). 

Buildings, residential 

Defect Costs in Residential Construction — An- 
thony Mills, Peter E. D. Love, and Peter 
Williams; 135 (1), 12-6 (2009). 

Impact of Inspected Buffers on Production Param- 
eters of Construction Processes — Anil 
Sawhney, Kenneth D. Walsh, Howard H. Bash- 
ford, and Sivakumar Palaniappan; 135 (4), 


319-29 (2009). 

Development of Lean Model for House Construc- 
tion Using Value Stream Mapping — Haitao Yu, 
Tarry Tweed, Mohamed Al-Hussein, and Reza 
Nasseri; 135 (8), 782-90 (2009). 


Business management 

Relationship between Construction Firm Strategies 
and Innovation Outcomes — Karen Manley, 
Steve McFallan, and Stephen Kajewski; 135 (8), 
764-71 (2009). 

Chinese Contractors in Africa: Home Government 
Support, Coordination Mechanisms, and Market 
Entry Strategies — Chuan Chen and Ryan J. Orr; 
135 (11), 1201-10 (2009). 

Strategic Assets Driving Organizational Capabili- 
ties of Thai Construction Firms — Piyanut 
Wethyavivorn, Chotchai Charoenngam, and 
Wasan Teerajetgul; 135 (11), 1222-31 (2009). 


Case reports 

Delivering Best Value in Highways Major Main- 
tenance Schemes: Case Study — Mary Ansell, 
Mike Holmes, Rees Evans, Christine Pasquire, 
and Andrew Price; 135 (4), 235-45 (2009). 

Simulation Approach to Evaluating Cost Efficiency 
of Selective Demolition Practices: Case of Hong 
Kong’s Kai Tak Airport Demolition — Ming Lu, 
Sze-Chun Lau, and Chi-Sun Poon; 135 (6), 
448-57 (2009). 

Strengths, Weaknesses, Opportunities, and Threats: 
Case Study of Consulting Firms in Shenzhen, 
China — Florence Yean Yng Ling and Yu Gui; 
135 (7), 628-36 (2009). 

Cost and Schedule Monitoring of Industrial Build- 
ing Projects: Case Study — Alberto De Marco, 
Diego Briccarello, and Carlo Rafele; 135 (9), 
853-62 (2009). 

Project Management in the Chinese Construction 
Industry: Six-Case Study — Ping Chen, Maos- 
han Qiang, and Jia Ning Wang; 135 (10), 
1016-26 (2009). 

Strengths, Weaknesses, Opportunities, and Threats 
for Architectural, Engineering, and Construction 
Firms: Case Study of Vietnam — Florence Yean 
Yng Ling, Vu Min Chau Pham, and To Phuong 
Hoang; 135 (10), 1105-13 (2009). 


Case studies 

Bayesian Belief Network Model for Decision Mak- 
ing in Highway Maintenance: Case Studies — 
Mehmet Emre Bayraktar and Makarand Hastak; 
135 (12), 1357-69 (2009). 


Change management 

Simulating Learning Dynamics in _ Project 
Networks — John E. Taylor, Raymond Levitt, 
and Juan Andrei Villarroel; 135 (10), 1009-15 
(2009). 

Resistance to IT Change in the AEC Industry: Are 
the Stereotypes True? — Kirsten A. Davis and 
Anthony D. Songer; 135 (12), 1324-33 (2009). 

China 

Performance and Strategy of Chinese Contractors 
in the International Market — Zhen Yu Zhao, Li 
Yin Shen, and Jian Zuo; 135 (2), 108-18 (2009). 

Cross-Cultural Understanding of Construction 
Project Managers’ Conceptions of Their Work 
— Ping Chen, David Partington, and Maoshan 
Qiang; 135 (6), 477-87 (2009). 


Comparative Study on the Perception of Construc- 
tion Safety Risks in China and Australia — 
Patrick X. W. Zou and Guomin Zhang; 135 (7), 
620-7 (2009). 

Project Management in the Chinese Construction 
Industry: Six-Case Study — Ping Chen, Maos- 
han Qiang, and Jia Ning Wang: 135 (10), 
1016-26 (2009). 

Drivers for Adopting Public Private Partnerships— 
Empirical Comparison between China and Hong 
Kong Special Administrative Region — Albert 
P. C. Chan, Patrick T. I. Lam, Daniel W. M. 
Chan, Esther Cheung, and Yongjian Ke; 135 
(11), 1115-24 (2009). 

Chinese Contractors in Africa: Home Government 
Support, Coordination Mechanisms, and Market 
Entry Strategies — Chuan Chen and Ryan J. Orr; 
135 (11), 1201-10 (2009). 

Claims 

Option Pricing Model to Analyze Cost-Benefit 
Trade-Offs of ADR Investments in AEC Projects 
— Carol C. Menassa, Feniosky Pefia Mora, and 
Neil Pearson; 135 (3), 156-68 (2009). 

Isolated Collapsed But-For Delay Analysis 
Methodology — Jyh-Bin Yang and Pi-Chung 
Yin; 135 (7), 570-8 (2009). 

Contractors’ Claims Insurance: A Risk Retention 
Approach — Islam H. El-adaway and Amr A. 
Kandil; 135 (9), 819-25 (2009). 

Consultants’ Perceptions on Construction Delay 
Analysis Methodologies — Nuhu Braimah and 
Issaka Ndekugri; 135 (12), 1279-88 (2009). 

Communication 

Exploring Training Needs and Development of 
Construction Language Courses for American 
Supervisors and Hispanic Craft Workers — Au- 
gusto R. Canales, Maurico Arbelaez, Edna 
Vasquez, Fernando Aveiga, Kelly Strong, Rus- 
sell Walters, Edward J. Jaselskis, and Charles T. 
Jahren; 135 (5), 387-96 (2009). 

Compensation 

Comparative Study on the Perception of Construc- 
tion Safety Risks in China and Australia — 
Patrick X. W. Zou and Guomin Zhang; 135 (7), 
620-7 (2009). 

Competition 

Strategic Group Analysis in the Construction 
Industry — Irem Dikmen, M. Talat Birgonul, 
and Cenk Budayan; 135 (4), 288-97 (2009). 

Computation 

Bid-Winning Potential Optimization for Conces- 
sion Schemes with Imprecise Investment 
Parameters — Md. Mainul Islam and Sherif 
Mohamed; 135 (8), 690-700 (2009). 

Computer aided design 

Visualization of Work Flow to Support Lean 
Construction — R. Sacks, M. Treckmann, and 
O. Rozenfeld; 135 (12), 1307-15 (2009). 

Computer aided drafting 

Interactive 3D CAD for Effective Derrick Crane 
Operation in a  Cable-Stayed Bridge 
Construction — Taekwun Park, Moon Kyum 
Kim, Changyoon Kim, and Hyoungkwan Kim, 
135 (11), 1261-70 (2009). 

Computer aided simulation 

Simulation Approach to Evaluating Cost Efficiency 
of Selective Demolition Practices: Case of Hong 
Kong’s Kai Tak Airport Demolition — Ming Lu, 


1380 / JOURNAL OF CONSTRUCTION ENGINEERING AND MANAGEMENT © ASCE / DECEMBER 2009 





Sze-Chun Lau, and Chi-Sun Poon; 135 (6), 
448-57 (2009). 


Computer analysis 

Comparative Analysis of Infrastructure Assessment 
Methodologies at the Small Unit Level — Marc 
J. Distefano and William J. O’Brien; 135 (2), 
96-107 (2009). 


Computer models 

Optimizing Resource Leveling in Construction 
Projects — Khaled El-Rayes and Dho Heon Jun; 
135 (11), 1172-80 (2009). 


Computer programming 

Optimization of Earthmoving Operations in Heavy 
Civil Engineering Projects — Osama Mosethi 
and Adel Alshibani; 135 (10), 948-54 (2009). 


Concrete 

Automated Collection of Mixer Truck Operations 
Data in Highly Dense Urban Areas — Ming Lu, 
Xuesong Shen, and Wu Chen; 135 (1), 17-23 
(2009). 


Concrete construction 

Activity-Based Safety Risk Quantification for Con- 
crete Formwork Construction — Matthew R. 
Hallowell and John A. Gambatese; 135 (10), 
990-8 (2009). 


Concrete pavements 

Stringless Portland Cement Concrete Paving — 
James K. Cable, Edward J. Jaselskis, Russell C. 
Walters, Lifeng Li, and Chris R. Bauer; 135 (11), 
1253-60 (2009). 

Conflict 

Contingent Use of Negotiators’ Tactics in Con- 
struction Dispute Negotiation — Sai On Che- 
ung, Pui Ting Chow, and Tak Wing Yiu; 135 (6), 
466-76 (2009). 

Influences of Chinese Cultural Orientations and 
Conflict Management Styles on Construction 
Dispute Resolving Strategies — Jiin-Song Tsai 
and Cheryl S. F. Chi; 135 (10), 955-64 (2009). 


Constructability 

“Lean” Comparison Using Process Charts of Com- 
plex Seismic Retrofit Projects — Stan J. Tuhol- 
ski, A. Petek Gursel, Iris D. Tommelein, and 
Geoff Bomba; 135 (4), 330-9 (2009). 


Construction companies 

Fuzzy Intellectual Capital Index for Construction 
Firms — Serdar Kale; 135 (6), 508-17 (2009). 

Job Redesign as an Intervention Strategy of Burn- 
out: Organizational Perspective — B. Yip and S. 
Rowlinson; 135 (8), 737-45 (2009). 

Measuring Safety Climate of a Construction 
Company — Rafiq M. Choudhry, Dongping 
Fang, and Helen Lingard; 135 (9), 890-9 (2009). 

Strengths. Weaknesses, Opportunities, and Threats 
for Architectural, Engineering, and Construction 
Firms: Case Study of Vietnam — Florence Yean 
Yng Ling, Vu Min Chau Pham, and To Phuong 
Hoang; 135 (10), 1105-13 (2009). 

Model for Predicting Financial Performance of De- 
velopment and Construction Corporations — 
Hong Long Chen; 135 (11), 1190-200 (2009). 

Chinese Contractors in Africa: Home Government 
Support, Coordination Mechanisms, and Market 
Entry Strategies — Chuan Chen and Ryan J. Orr; 
135 (11), 1201-10 (2009). 


Strategic Assets Driving Organizational Capabili- 


ties of Thai Construction Firms — Piyanut 
Wethyavivorn, Chotchai Charoenngam, and 
Wasan Teerajetgul; 135 (11), 1222-31 (2009). 

Organizational Culture and Knowledge Manage- 
ment Success at Project and Organizational Lev- 
els in Contracting Firms — Patrick S. W. Fong 
and Cecilia W. C. Kwok; 135 (12), 1348-56 
(2009) 


Construction costs 

Defect Costs in Residential Construction — An- 
thony Mills, Peter E. D. Love, and Peter 
Williams; 135 (1), 12-6 (2009). 

Developing a Decision Support Tool for Nighttime 
Construction in Highway Projects — Ahmed AlI- 
Kaisy and Khaled Nassar; 135 (2), 119-25 
(2009). 

Option Pricing Model to Analyze Cost-Benefit 
Trade-Offs of ADR Investments in AEC Projects 
— Carol C. Menassa, Feniosky Pefia Mora, and 
Neil Pearson; 135 (3), 156-68 (2009). 

Measuring the Impact of Rework on Construction 
Cost Performance — Bon-Gang Hwang, 
Stephen R. Thomas, Carl T. Haas, and Carlos H. 
Caldas; 135 (3), 187-98 (2009). 

Optimal Strategy Modeling for Price-Time Bipa- 
rameter Construction Bidding — Ming-Lu Wu 
and Hing-Po Lo; 135 (4), 298-306 (2009). 

Stochastic Modeling for Pavement Warranty Cost 
Estimation — Gary Moynihan, Hao Zhou, and 
Qingbin Cui; 135 (5), 352-9 (2009). 

Dynamic Regression Models for Prediction of Con- 
struction Costs — Seokyon Hwang; 135 (5), 
360-7 (2009). 

Empirical Comparison of Design/Build and 
Design/Bid/Build Project Delivery Methods — 
Darren R. Hale, Pramen P. Shrestha, G. Edward 
Gibson Jr., and Giovanni C. Migliaccio; 135 (7), 
579-87 (2009). 

Louisiana Highway Construction Cost Trend after 
Hurricanes Katrina and Rita — Guangxiang 
Cheng and Chester G. Wilmot; 135 (7), 594-600 
(2009). 

Time, Cost, and Quality in a Road Building Project 
— José Ramon San Cristobal; 135 (11), 1271-4 
(2009). 


Construction equipment 

Study of Factors Influencing the Efficient Manage- 
ment and Downtime Consequences of Highway 
Construction Equipment in Thailand — Tha- 
napun Prasertrungruang and B. H. W. 
Hadikusumo; 135 (1), 2-11 (2009). 

Requirements and Incentives for Reducing Con- 
struction Vehicle Emissions and Comparison of 
Nonroad Diesel Engine Emissions Data Sources 
— Phil Lewis, William Rasdorf, H. Christopher 
Frey, Shih-Hao Pang, and Kangwook Kim; 135 
(5), 341-51 (2009). 

Modeling the Dynamics of Heavy Equipment Man- 
agement Practices and Downtime in Large High- 
way Contractors — Thanapun Prasertrungruang 
and B. H. W. Hadikusumo; 135 (10), 939-47 
(2009). 

Interactive 3D CAD for Effective Derrick Crane 
Operation in a  Cable-Stayed Bridge 
Construction — Taekwun Park, Moon Kyum 
Kim, Changyoon Kim, and Hyoungkwan Kim; 
135 (11), 1261-70 (2009). 


Construction industry 

Study of Factors Influencing the Efficient Manage- 
ment and Downtime Consequences of Highway 
Construction Equipment in Thailand — Tha- 
napun Prasertrungruang and B. H. W. 
Hadikusumo; 135 (1), 2-11 (2009). 

Float Allocation Using the Total Risk Approach — 
Khalid S. Al-Gahtani; 135 (2), 88-95 (2009). 
Measuring the Impact of Rework on Construction 
Cost Performance — Bon-Gang Hwang, 
Stephen R. Thomas, Carl T. Haas, and Carlos H. 

Caldas; 135 (3), 187-98 (2009). 

Developing ERP Systems Success Model for the 
Construction Industry — BooYoung Chung, 
Mirostaw J. Skibniewski, and Young Hoon 
Kwak; 135 (3), 207-16 (2009). 

Steel Erection Fatalities in the Construction 
Industry — J. E. Beavers, J. R. Moore, and W. 
R. Schriver; 135 (3), 227-34 (2009) 

Psychosocial Factors and Musculoskeletal Disor- 
ders in the Construction Industry — Tarek 
Sobeih, Ossama Salem, Ash Genaidy, Tariq Ab- 
delhamid, and Richard Shell; 135 (4), 267-77 
(2009). 

Relationship between Changes in Material Tech- 
nology and Construction Productivity — Paul 
M. Goodrum, Dong Zhai, and Mohammed F. 
Yasin; 135 (4), 278-87 (2009). 

Strategic Group Analysis in the Construction 
Industry — Irem Dikmen, M. Talat Birgonul, 
and Cenk Budayan; 135 (4), 288-97 (2009). 

Cross-Cultural Understanding of Construction 
Project Managers’ Conceptions of Their Work 
— Ping Chen, David Partington, and Maoshan 
Qiang: 135 (6), 477-87 (2009). 

Fuzzy Intellectual Capital Index for Construction 
Firms — Serdar Kale; 135 (6), 508-17 (2009). 

Model for Organizational Governance Structure 
Choices in Construction Joint Ventures — S. 
Ping Ho, Yi-Hsin Lin, Wenyi Chu, and Hsueh- 
Liang Wu; 135 (6), 518-30 (2009). 

Time-Profit Trade-Off Analysis for Construction 
Projects — Ahmed Senouci and Khaled 
El-Rayes; 135 (8), 718-25 (2009). 

Human Factors Analysis Classification System Re- 
lating to Human Error Awareness Taxonomy in 
Construction Safety — J. W. Garrett and Jochen 
Teizer; 135 (8), 754-63 (2009). 

Immigration and Construction: The Makeup of the 
Workforce in the Washington, D.C., Metropoli- 
tan Area — Sabrina K. Goiden and Miroslaw J. 
Skibniewski; 135 (9), 874-80 (2009). 

Modeling the Dynamics of Heavy Equipment Man- 
agement Practices and Downtime in Large High- 
way Contractors — Thanapun Prasertrungruang 
and B. H. W. Hadikusumo; 135 (10), 939-47 
(2009). 

Influences of Chinese Cultural Orientations and 
Conflict Management Styles on Construction 
Dispute Resolving Strategies — Jiin-Song Tsai 
and Cheryl S. F. Chi; 135 (10), 955-64 (2009). 

Analysis of Observed Skill Affinity Patterns and 
Motivation for Multiskilling among Craft Work- 
ers in the U.S. Industrial Construction Sector — 
Yinggang Wang, Paul M. Goodrum, Carl T. 
Haas, and Robert W. Glover; 135 (10), 999-1008 
(2009). 
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Project Management in the Chinese Construction 
Industry: Six-Case Study — Ping Chen, Maos- 
han Qiang, and Jia Ning Wang; 135 (10), 
1016-26 (2009). 

Flow Production of Pipe Spool Fabrication: Simu- 
lation to Support Implementation of Lean 
Technique — Ping Wang, Yasser Mohamed, Si- 
maan M. Abourizk, and A. R. Tony Rawa; 135 
(10), 1027-38 (2009). 


Research Trend of Public-Private Partnership in 
Construction Journals — Yongjian Ke, Shou- 
Qing Wang, Albert P. C. Chan, and Esther 
Cheung; 135 (10), 1076-86 (2009). 

Transaction-Cost-Based Selection of Appropriate 
General Contractor-Subcontractor Relationship 
Type — Hyun-soo Lee, Joon-oh Seo, Moonseo 
Park, Han-guk Ryu, and Soon-seok Kwon; 135 
(11), 1232-40 (2009). 

Consultants’ Perceptions on Construction Delay 
Analysis Methodologies —— Nuhu Braimah and 
Issaka Ndekugri; 135 (12), 1279-88 (2009). 

Resistance to IT Change in the AEC Industry: Are 
the Stereotypes True? — Kirsten A. Davis and 
Anthony D. Songer; 135 (12), 1324-33 (2009). 

Performance Consequences of Psychological 
Empowerment — Martin Morgan Tuuli and 
Steve Rowlinson; 135 (12), 1334-47 (2009). 


Construction management 

Study of Factors Influencing the Efficient Manage- 
ment and Downtime Consequences of Highway 
Construction Equipment in Thailand — Tha- 
napun Prasertrungruang and B. H. W. 
Hadikusumo; 135 (1), 2-11 (2009). 

Automated Collection of Mixer Truck Operations 
Data in Highly Dense Urban Areas — Ming Lu, 
Xuesong Shen, and Wu Chen; 135 (1), 17-23 
(2009). 


Risk Index Model for Minimizing Environmental 
Disputes in Construction — Creed S. J. Eom and 
Joon H. Paek; 135 (1), 34-41 (2009). 
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